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Revision Notes.
A R1- BASE PRODUCT DESCRIPTION CHANGED TO MATCH BOM
CHANGES FROM BASE PRODUCT BE-L1003 (2797) TO AC-066 (5027) APA: N/A [Drawnporter [Checkedrates  [Approved:smatTews [Date: 11215 R
CHANGE: 1. CUT CABLE TO REQUIRED LENGTH.
2. REPLACE FEMALE CONNECTOR WITH 4 PIN FEMALE BINDER CONNECTOR.
3. REPLACE GENERIC CABLE LABEL WITH AC-066 CB-LBL.
4. REPLACE GENERIC GIFT BOX LABEL WITH AC-066 GB-LBL.
OPERATION: 1. NO AUDIO.
2. NO ADDITIONAL FUNCTION.
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CONNECTOR A 3 / 26AWG (0.12/12) 26AWG (0.12/12)
BLACK (ADD. FUNCTION) YELLOW (VIDEO)
4 / 26AWG (0.12/12) -SHIELD (0.12/30) F
WHITE (AUDIO) 26AWG (0.12/12)
WIRE YELLOW RED BLACK WHITE SHEILD SHIELD (0-12/30) RED (+12VDC)
DESCRIPTION VIDEO 12v DC ADD. FUNCTION AUDIO GROUND
G
NOTES:
1. FOR CABLE LABEL REFER TO LATEST REVISION OF DRAWING BE-003255-XX-15. Assembly PL Approval | Approved by | Checked by Drawn by —
2. FOR GIFTBOX LABEL REFER TO LATEST REVISION OF DRAWING BE-003256-XX-15. CPURT 03/12/% B.CHILDS RBATES MPOTTER
3. INTERNAL CABLES SHOULD BE ONE CONTINUOUS LENGTH BETWEEN CONNECTORS. ,
4. FOR CONNECTOR 'A’ DETAIL REFER TO CONNECTOR MANUFACTURER DRAWINGS. Angle of Projection | Units | Scale | Released | Assembly Ref
mm N/A 03/12/15 | - H
PROPRIETARY NOTICE ® Status ALC-066
THIS DESIGN AND TECHNICAL INFORMATION APPEARING ON THIS DRAWING IS THE PROPERTY OF BRIGADE ELECTRONICS, AND IS DISCLOSED B R G ADE RELEASED
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